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The Science of Marking

Fiber Laser Marking Machine
with Rotary — HS-FLR Series

HS-FL30-R (30W) - HS-FL60-R (60W)

Straight, seamless marks — all the way around every round part.



Why a Rotary —
and Why Flat-Only Marking Warps Round Parts

A flat laser only marks a small window on a curved surface. Text stretches, logos warp, and the
beam loses focus as the part curves away. A rotary turns the part in sync with the laser, so the mark
wraps clean and straight all the way around.

Seamless 360° Wrap

The stepping motor turns the part evenly —no
stretched text, no overlap seams.

Non-Slip Jaw Clamping

Hardened jaws grip tight so round parts never slide out
of line mid-job.

Oil-Resistant Codes

The laser changes the metal itself, so marks survive
scratches, grease, and shop washes.

Rotary vs. Flat-Only Marking — on Round Parts

m HeatSign Rotary Flat-Only Laser

Coverage Full 360° around the part. One small flat window only.

Text shape Straight and even everywhere. Stretched and warped on the curve.
Focus Stays sharp as the part turns. Blurs where the surface curves away.
Setup Enter the diameter — software syncs. Re-position by hand for each section.

[ One machine, both jobs — unplug the chuck and the flat table marks plates and tags too.



Features & Benefits

Built to mark round parts cleanly, all day — reliable, low-cost to run, and easy for any operator.

Control Panel

[

Anti-Stretch Sync
Chuck speed locks to the laser pulse
— marks never twist.

o

Hardened Non-Slip Jaws
Tight grip on round stock, even under
torque.

-

Flat + Round in One
Unplug the chuck to mark plates and
tags.
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Easy EZCAD Software
Type text, enter diameter — opens

PLT/DXF/AI.

Power Switch
Indicator Light

Emergency
Stop Button

Control Cabinet

[ 350MM

Dimensions Diagram

Laser Head
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Three Chuck Sizes
D80 / D100 / D125 fit cups, shafts,
gears &wide pipe.

I

Proven Laser Core
JPT / Max engine + Mean Well supply
for even output.
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Forced-Air Cooling
No water chiller. Runs all day, no
leaks.
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QOil & Grease Proof

Permanent tracking codes for the
shop floor.

Lifting Column

Laser Path

Lens

Rotary Attachment

Working Table

Detailed Diagram



Configure in 3 Steps

Choose Your Power

30W

HS-FL30-R All-Rounder

Daily steel tools, bearings, coated tumblers, and aluminum

plates. High-contrast serials, codes & QR at the best value.

Choose Your Rotary Chuck

D80
Cups & Tubes
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Direct drive - 130mm - =5.5kg

Tumblers, water bottles, pens,
and small round handles.

Choose Your Focus

Manual Red-Light-Standard

Turn the column wheel by hand to find the focus.

Power Line USB Line

Position Bar Safety Goggles

MOST POPULAR

Speed & Reflective

60W

HS-FL60-R

About 40% faster cycles, plus deep permanent marks on

reflective brass, copper & gold. (Faster — not deeper.)

D100 D125

Shafts & Gears Wide & Heavy

Belt 2.5x - 20mm hole - <8kg Belt 2.5x - 24mm hole - max torque

Wide mugs, thick pipe adapters, and
hardware fittings.

Pass long shafts through the hole.
Custom gears and bearings.

Motorized Auto-Focus Optional

Press one button — the laser sets its own height.

What's in the Box
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Ground Wire Foot Switch USB Drive
IMPORTANT!
e

Allen wrench Manual Rotary Chuck

Every machine ships with: D80 chuck - power & USB cables - EZCAD USB drive - safety goggles - focus tool - wrench set - manual.



What You Can Mark

EVERYDAY INDUSTRIAL MARKING

Purpose-built for round metal parts — with permanent, high-contrast codes that wrap clean and straight. Flat parts
too, when you unplug the chuck.

Stainless Steel ~ Aluminum  Brass Copper  Carbon Steel  Titanium Coated Metals
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Tumbers & Bottles Pens & Handles Steel Tubes & Pipe

Shafts & Gears Bearings Fittings & Adapters

MARKS ANY CONTENT

Serial Numbers QR & Data Matrix Barcodes Logos & Branding Batch & Date Codes

Delicate gold or silver rings? Heavy flanges or valves over 10kg?
Polished precious metals need low-torque handling. Bulky parts need more support than a desktop
Ask about our dedicated ring laser engraver for table. Ask about our floor-standing rotary

damage-free inner & outer band marks. station.



Machine Specifications

We've grouped matching values so it's easy to see exactly where the two models differ.

Laser Core

Solid-state block that makes the Solid-State Fiber Laser (1064 * 10nm)
beam.

Laser Power
Higher power = faster cycle times..

30w 60W

Marking Speed

How fast the mirrors trace the path. Up to 7,000 mm/s

Efficiency on Steel

Same mark, less time on the 60W. SETEENE ~40% faster
Mg ahity, imon foieh retal. Surface only Peep permanent
Flatwork area fromn the ens. 1o Homm

Optional Larger Lens up to 200x200mm up to 300x300mm

Bigger field for larger plates.

Standard Chuck
Included with every machine.

D80 - 130mm height - <5.5kg

Optional Chucks

For heavier / wider round parts D100 (20mm hole) - D125 (24mm hole) - 2.5x% belt

Pulse Frequency
How fast the laser flashes.

20 - 80 kHz

Min Character Height

Smallest sharp text. 0.5mm

Cooling & Software A . .
Stays cool; what it runs on. Forced air (no chiller) - EZCAD (Windows XP/7/10/11)
Power & Warranty

Set to your region before shipping. AC 220Vor 110V *10% - 1-year warranty + lifetime support



Your Laser Marking
Partner

Tell us your round part's diameter and material — we'll match the right power,
chuck, and focus. Fair price, 1-year warranty, lifetime remote support.

Right machine for your job Clear quote, no pressure

@ 9 ke ees

Proven Results Built to Last Setup Support Direct & Fair
Clean 360° wrap marks on metal. JPT/Max core, Mean Well supply. Remote EZCAD & logo help. Buy direct. Fair price, reseller terms.

TRUSTED BY LEADING MANUFACTURERS
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