
Portable Fiber Laser
Marking Machine — HS-PFL Series

HS-PFL30M (30W) · HS-PFL50M (50W)

Carry the laser to the part. Mark large, heavy & fixed metal — right where it is.

www heatsign.com



What Matters HeatSign Portable Fixed Desktop

Big / heavy parts Mark them in place — no lifting. Part must fit under the machine.

Installed / on-site parts Walk up and mark. Must bring the part to a bench.

Computer Built-in touchscreen — no PC. Needs a connected PC.

Power Wall plug or battery — go anywhere. Wall power only.

Some parts are too big, too heavy, or already bolted in place. You can't lift them onto a desktop
machine. A portable fiber laser flips it around: you carry a 1.5kg head to the part and mark it where it
stands — no PC, no crane, no moving.

Bring It to the Part

No Computer Needed

Go Cordless

Mark large beams, castings, and installed parts right
where they are.

Built-in 7" touchscreen. Type text, add serials, and mark
on the spot.

Optional 22.2V battery runs 3–4 hours for remote yards
and field jobs.

Portable Handheld vs. Fixed Desktop Marker

Stop moving heavy parts to the machine. Carry a 1.5kg head to the work instead.

Why Portable— 
and Why a Fixed Machine Slows You Down



Light 1.5kg Head
Easy to hold — no hand strain on long
jobs.

7" Touchscreen — No PC
Create text, serials & codes right on
the unit.

Eye-Protection Shield
Cone shield blocks stray reflections
and sets focus.

Adjustable Slider Rails
Fit and trace metal parts of different
sizes.

Lens Protection Fan
Blows away dust & smoke to keep
marks sharp.

Optional Battery
3–4 hours cordless. Mark anywhere,
no outlet.

Forced-Air Cooling
No water, no gas. Maintenance-free.

Permanent, Oil-Proof
Codes survive grease, wear & shop
washes.

Features & Benefits

Designed for the shop floor and the field — light in the hand, safe to run, and built to keep marking
clean all day..

Laser Marking Head

Buttons and USB ports

Dimensions Diagram Detailed Diagram



      100 × 100mm

Standard workspace window

150 × 150mm

Optional, expanded coverage

Configure in 3 Steps

Choose Your Power

30W 50WStandard High-EfficiencyHS-PFL30M HS-PFL50M

Best for daily marking — big and heavy parts, large tools, and

smooth steel bars. Crisp serials and text on a budget..

Best for deep or high-speed jobs — rough iron castings, deep

parts, large pipes. About 30% faster on big batches.

MOST POPULAR

Choose Your Power Source

What's in the Box

Power Adapter Acrylic BaseHexagonal Wrench

USB Flash Drive Touch PenAlcohol Swabs

22.2V battery, 3–4 hours cordless. For remote

yards and no-outlet spots.

Plugs into any 110/220V shop outlet. Best for

lines that run all day.

Every machine ships with: handheld head · control unit & 7" touchscreen · 1.75m fiber cable · power cable · safety goggles · focus
tool · wrench set · manual.

Protective Goggles

Blowpipe

Plug-In Station Battery-Powered

Choose Your Marking Area

Note: the battery option must be chosen at purchase — it can't be added to a plug-in unit later.Note: the battery option must be chosen at purchase — it can't be added to a plug-in unit later.



What You Can Mark

Permanent, high-contrast marks on all common metals — especially the large and fixed parts a benchtop machine
can't reach.

Stainless Steel Carbon Steel Brass

Serial Numbers Logos & BrandingVIN Number TextsQR & Bar Code

Aluminum TitaniumCopper Gold & Silver

EVERYDAY INDUSTRIAL MARKING PORTABLE FIBER LASER

MOPA EXCLUSIVE

Steel Pipes & Tubes

Tags & Nameplates

Castings & Frames

Tires

Round pipes or curved surfaces?

The laser focuses at a set distance, so it works best
on flat or near-flat areas. For curved parts, ask us
about focus spacers and fixtures.

Must survive sandblasting or years
outdoors?

For the deepest, harshest-wear marks, ask about
our Dot Peen markers — they press dents that stay
readable through coatings.

MARKS ANY CONTENT



Machine Feature HS-PFL30M HS-PFL50M

Laser Output Power 
Higher power = deeper & faster marks.

30W 50W

Pulse Energy
Strength of each laser blast.

≥ 1.4 mJ ≥ 1.5 mJ

Batch Efficiency
Time saved on big jobs with the 50W. 

Standard ~30% faster

Marking Area
Work window from the lens. 100×100mm standard (150×150mm optional)

Handheld Head
Light in the hand, easy to aim. 1.5 kg · 1.75m flexible fiber cable

Control Interface
No external PC needed.

Built-in 7" touchscreen (standalone) · dual USB ports

Power consumption
Energy Usage 

200W

Power Supply
Runs on standard shop power. 100–240V · 50/60Hz 

Battery (Optional)
Choose at purchase.

22.2V / 15Ah (333Wh) · 3–4 hrs · mark while charging

Cooling
No chiller, no upkeep.

Forced air (maintenance-free)

Warranty
Plus setup help & training videos. 1-year + lifetime online support

Machine Specifications

We've grouped matching values so it's easy to see exactly where the two models differ.



✔ Free expert advice ✔ Right machine for your job ✔ Clear quote, no pressure

Proven Results

Permanent marks on tough metal.

Built for the Field

Light head, eye shield, lens fan.

Setup Support

   Training videos & remote help.

Direct & Fair

Buy direct. Fair price, reseller terms.

Your Laser
Marking Partner
Tell us what you mark — pipes, castings, tags, or tools — and we'll match the
right wattage, marking area, and power source. Fair price, 1-year warranty,
lifetime support.

TRUSTED BY SHOPS IN 40+ COUNTRIES

CONTACT HEATSIGN

Cell / WhatsApp +86-15061477073

Email info@heatsign.com

Web www heatsign.com

Tel +86-510-85170177

Address Room 903, Building D1, No.999 GaoLang East Road, 
Binhu District, Wuxi City, Jiangsu, China

mailto:info@heatsign.com
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